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DESCRIPTION

o  Wattyl Estapol Speed Clear is a water based, quick drying, low odour, clear finish, designed for use on interior timber.

o ltis specifically formulated on a water based acrylic polymer system and provides a tough non-yellowing coating which dries to
a completely crystal clear finish.

e  Wattyl Estapol Speed Clear is suitable for interior timber wall paneling, joinery, doors, furniture etc.

e ltisideal for use on light coloured timbers such as Pine, Ash and Oak. It is also suitable for use on MDF board, or as a sealer
on oily timbers for Wattyl Estapol Polyurethane Gloss, Satin or Matt.

PRINCIPAL CHARACTERISTICS

o Formulated on a urethane acrylic polymer system that produces a tough, non-yellowing coating which dries to a completely clear
finish.

o Low odour makes interior clear finishing more pleasant.

e Also useful as a sealer for oily timbers and MDF where a turpentine thinned clear finish is to be used and drying problems are

encountered.

COLOURS AND GLOSS

e Available in gloss and satin

BASIC DATA

o Surface dry 30 minutes at 20°C and 65% Relative Humidity

¢ Recoat 3 hours at 20°C and 65% Relative Humidity. Allow up to twice as long for cooler and more

humid conditions

e Fully cured 7 days at 20°C and 65% Relative Humidity.

o Coverage per coat 10 — 14m?/L depending on porosity and texture of substrate
o WFT per coat 85u

o DFT per coat 25u

¢ Thinning Clean water

e Clean Up Water, away from drains

e VOC 27g/L as per EC-07-09

RECOMMENDED SUBSTRATE CONDITIONS AND TEMPERATURE

Recommended for architraves, skirtings and exposed beams

Doors, timber window frames

Furniture e.g. white wood, cabinet timbers

Woodwork paneling, built-in furniture and tables

Awkward areas e.g. louvre doors, turned legs

Man made timbers e.g. MDF, particle board, hardboard

New Timber: Ensure the surface to be coated is thoroughly dry, and free from dirt, grease and wax. Fill all nail holes and small

cracks in timber sparingly with Wattyl Colourwood Timber Putty, in a matching timber colour, and allow to dry for at least 30

minutes then sand smooth. Stain with the desired colour in Wattyl Colourwood Dye Stain or Wattyl Colourwood Pigmented

Stain. Allow 4 hours to dry before applying Estapol Speed Clear. If timber is not stained, seal with one coat of Wattyl Estapol

Speed Clear before filling nail holes with Wattyl Colourwood Timber Putty. Allow to dry at least 30 minutes then sand smooth.

Recoat with Wattyl Estapol Speed Clear.

o Surfaces Previously Coated in Good Condition: Before recoating, ensure the surface is properly prepared. Thoroughly sand
with 240 grade sandpaper and dust off. Apply one or two coats of Estapol Speed Clear as required, lightly sand between coats.

o Surfaces Previously Varnished in Poor Condition: If the varnish is badly worn or peeling it must be completely removed by

scraping, sanding or by use of paint stripper. Treat stripped timber as new timber.
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INSTRUCTIONS FOR USE

Sir thoroughly with a flat stirrer before and during use.

Apply two to three generous coats with a good quality, fine bristled brush.

On new timber thin the first coat 5% with water. No thinning is required for subsequent coats.

Apply evenly over the surface, finishing with brush strokes along the grain.

When covering large areas, take care to maintain a “wet edge” and do not go back over the clear finished surface once the film
has set. Allow a minimum of 3 hours drying before lightly sanding and re-coating.

e  Coat windows sparingly in contact areas.

o To avoid sticking move windows within 30 minutes.

e Do not apply by spray or roller

SAFETY DATA

e Caution Provide adequate ventilation during use.

o  Spills and Disposal Do not allow spilt material to enter drains or other watercourses. Absorb spills with sand or other inert
material. Unwanted paint should be kept in a sealed container, such as an empty paint can, and
disposed of via special waste collection services. Check with your local Council regarding the
disposal of empty paint containers.

e MS.D.S. A Material Safety Data Sheet (M.S.D.S.) is available on request.

e First Aid:

If swallowed do not induce vomiting. Give plenty of water to drink. Contact a doctor or the Poisons Information Centre. Phone 0800
764766 (New Zealand).

If in eyes, hold eyes open and flood with water for at least 15 minutes. Contact a doctor if any irritation occurs.

If on skin remove contaminated clothing, wash skin thoroughly with soap and water or a proprietary skin cleanser. Do not use
solvents.

If affected by inhalation remove person to fresh air. If breathing difficulties persist or occur later, contact a doctor.

ADDITIONAL DATA

e  Wattyl Estapol Speed Clear is not suitable for exterior use and should not be used on high wear areas such as floors, bench
tops, or surfaces subjected to direct heat or that are constantly wet such as bathrooms. For interior areas of high wear, use
Wattyl Estapol Polyurethane or Wattyl Estapol Moisture Cured Polyurethane.

¢ Do not apply Wattyl Estapol Moisture Cured Polyurethane over Wattyl Estapol Speed Clear or vice versa.

e To avoid surface staining, clean up alcohol spills straight away. To increase the durability of Wattyl Estapol Speed Clear on
frequently used surfaces, such as table tops, apply one coat of Wattyl Estapol Polyurethane Gloss or Satin.

e  For product help and assistance telephone toll free 0800 735 551.

1. This information is provided with respect to the listed Wattyl products. Wattyl recommends that:

(a) The user should check the date of printing, and if more than 24 months have elapsed, should verify with our nearest sales office that the information is still current. (b) you review the Technical Data Sheets (TDS) and
Material Safety Data Sheets (MSDS) before you use or handle the product; (c) the product be used only in accordance with the information provided by Wattyl; (d) the product be transported, stored and handled in
accordance with the information on the MSDS and relevant TDS; and (e) you thoroughly test the product, using the recommended application method on a sample of intended substrate, before using the product.

2. The information in this technical data sheet was prepared using information gathered during product development. While Wattyl endeavours to update this information and maintain the accuracy and currency of its
contents, Wattyl cannot guarantee that the information provided is wholly comprehensive.

3. Wattyl recommends that you conduct such additional investigations as may be necessary to satisfy yourself of the accuracy, currency and comprehensiveness of the information on which you rely in using and handling
the product. If you require further information please contact your nearest Wattyl Office.

4. Because we cannot control the way these products may be used, or the conditions they may be exposed to, we can give no express guarantees in respect of these products or their performance. However certain
guarantees may be implied by law.

Wattyl (N.Z.) Limited, P. O. Box 1545, Auckland, 1. Phone 09 820 6700 Fax 09 820 6572
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